
LINE CARD
Self Contained Lift & Material Handling Magnets

Model Rated Lift* ( Lbs.) Wt.
(Lbs.)

Plate Rounds

NEO-125 0-275 0-50 6

NEO-250 0-550 0-275 22

NEO-500 0-1100 0-550 42

NEO-1000 0-2200 0-1100 80

NEO-1500 0-3300 0-1640 148

NEO-2000 0-4400 0-2200 198

*Performance Ratings on AISI 1020 Steel

NEO Series
Permanent Lift Magnet

Model Rated lift 
(lbs.)

Plate 
Width (in.)

Plate Length
(in.)

Plate
Thickness (in.)

Length 
(in.)

Weight 
(lbs.)

NEO-HV250 0-550 11.8-31.5 8-60 .25-5.9 38 60

NEO-HV500 0-1100 11.8-39.4 12-72 .31-9.8 46 86

NEO-HV1000 0-2200 11.8-39.4 12.5 -79 .39-11.8 48 158

NEO-HV Series
For Vertical Loading onto machining Centers & Lathes

Model Length

(in.)

Width

(in.)
Ship 
Wt. 
(lbs.)

Rated
Lift *

BUX BM13 16.3 8.6 200 0-3000

BUX BM25 21 9.6 290 0-5500

BUX BM36 48 9.6 580 0-8000

BUX BM50 60 12 700 0-11000

BUX BM
Battery Lift Magnet

Model Length
(in.)

Width
(in.)

Ship 
Wt.
(lbs.)

Rated Lift * (lbs.)

Plate Rounds

BUX BP7 18.5 9.5 410 0-1665 0-1665

BUX BP15 30 10.5 775 0-3330 0-3330

*Consult Operator’s Manual, Safety instructions & Lifting 
Guidelines for detailed ratings.

BUX BP Battery  Lift Magnet
For Flat, Round and Shaped Material

Model Rated Lift 
* (lbs.)

Watts Ship Wt. 
(lbs.)

CER-5 0-600 92 22

CER7 0-1200 135 41

CER9 0-2400 208 90

CER-12 0-4000 420 140

CER-16 0-7250 495 340

CER-20 0-10500 1050 575

*Performance Ratings on AISI 1020 Steel.  
+ Power required at 115/1/60 supply (watts).
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